CONSTRUCT C) JOINT(S) SPACED AT 15" #5" IF REPAIR

LENGTH 1S GREATER THAN OR FQUAL TO 30'. JOINTS
SHALL BE AS EQUALLY SPACED AS POSSIBLE.
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SMOOTH EPOXY COATED DOWELS SHALL BE USED IN ALL
FULL DEPTH PAVEMENT REPAIR TRANSVERSE JOINTS.

THE ANCHORING MATERIAL (EPOXY OR POLYESTER) SHALL DLA = 140 /
BE PLACED TO THE BACK OF THE PREDRILLED HOLE BEFORE -7 '8
INSERTING THE DOWEL BAR. BE
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THE DOWEL IS INSERTED INTO THE HOLE WITH A TWISTING BAR \ <=Z0
MOTION SO THAT THE MATERIAL IN THE BACK OF THE HOLE D
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GENERAL NOTES:

ALL SAW CUTS SHALL BE MADE WITH A DIAMOND SAW EXCEPT

AND REINFORCED PORTLAND CEMENT CONCRETE

THE CENTER RELIEF CUT.

FOR DETAILS OF TYPE ) AND JOINTS.
STANDARD PLAN 5023055(:> <:> (iD
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MISSOURI HIGHWAYS AND TRANSPORTATION
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